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SEAL IN GROOVE

By press; (for a more controlled installation)
•  Place piston with the O-ring positioned on the start of the lead in   
 chamfer onto the installation bore fixture
•  Press down, the piston will slide into the bore until the 
 O-ring snaps into the groove
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•  Once the seal is in the groove, the shaft can be inserted  
 into the bore with the leading edge chamfer contacting  
 the seal first as shown 
•  This should be done on a press wherever possible

By press; (for a more controlled installation)
•  Place piston with the O-ring positioned on the start of the lead in   
 chamfer onto the installation bore fixture
•  Press down, the piston will slide into the bore until the 
 O-ring snaps into the groove

SHAFT ALIGNED READY 
FOR PRESSING

SHAFT FITTED
INSIDE BORE
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Astra Seal® PISTON HOUSING BORE

LEAD IN CHAMFER
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•  *Apply lubrication to the seal & housing 
•  Begin fitting the astra seal by locating the leading edge 
 of the seal into the groove as shown    

•  Continue pressing the seal into the groove along the   
 length of the seal
•  When the seal becomes tight, stretch the remaining portion   
 of the seal over the lip of the housing and into the groove 
•  Check the seal is seated correctly    

*Where application allows 
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•  Continue pressing the seal into the groove along the   
 length of the seal
•  When the seal becomes tight, stretch the remaining portion   
 of the seal over the lip of the housing and into the groove 
•  Check the seal is seated correctly    
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•  The Piston can now be installed into the bore making  
 sure the lead in chamfer is contacting the seal first to  
 allow gradual compression

Astra Seal® fitted into groove
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 SPECIFICATIONS UNITS geminYe Y VAC 3 RT 15 ºC KRYTOX LVP
 Vapor pressure at 25ºC  mbar   1.10-9      1.10-9      1.10-13

�Penetration (worked, 25ºC) ���� mm/10  250     295     265-295
 Temperature range     ºC      +20/+200      -30/+150    -15/+300
 Density      g/ml    1.92      1.92     1.94
 Viscosity    cSt     1500 at 20ºC         1300 at 20ºC      740 at 40ºC
 Packaging      -     100g      100g      57�

 SPECIFICATIONS DC HIGH VACUUM GREASE
 Vapor pressure at 25ºC     1.10-8 mbar 
 Color     light grey / translucent
 Temperature range     -40 to 200ºC  
 Evaporation after 24h at 200ºC     < 2%
 Packaging      50g


